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Figure 1. The loline Model 600Ae Plotter.
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SAFETY AND PRECAUTIONS

The plotter has many fast moving components. Please read and follow these
safety guidelines before beginning operation of the plotter.

Do not try to repair the machine without factory authorization. Only quali-
fied service personnel should attempt any disassembly or accessto inter-
nal components. If external mechanical adjustments are necessary, turn
off the plotter and disconnect it from all power sources (both the com-
puter and the wall outlet).

Be careful with hair, jewelry, or loose clothing near the plotter. They can
become caught in the mechanical parts.

Never move the carriage by hand. Use the Arrow keys and let the ma
chinedoiit.

Keep hands away from the carriage when the plotter isin operation. The
carriagewill automatically movetoitsright end position when the power
isturned on.

Be careful when lifting the plotter. Hold the bottom surfaces of the plotter
to lift or moveit.

Keep fingers away from the drive shaft when the plotter isin operation.

THE IOLINE AE APPAREL PLOTTER

Thank you for purchasing an loline plotter.

Thismanual containsinstructions and guidelinesfor setting up, operating and
maintaining the loline plotter models 600Ae, 600AeX, 28Ae and Stylist Ae.
The 600 series plotters use a frame sensor to allow ultralong plotting up to
600 yards. Models 28Ae and Stylist Ae do not use a sensor for frame correc-
tion which limits plotting to 42 yards. The following components are needed
to create plots:

An loline plotter that isinstalled according to the directionsin the Quick
Sart Guide.

A computer system that is properly installed and has afunctioning serial
port.

Design software loaded into the computer according to the installation
instructions. Note: The design software must output plot filesin HPGL
7475/7596 or DM/PL format.

Plotting media and a pen that are within the guidelines stated in the Op-
eration chapter.

The loline Control Center software. This software is not required but
allows adjustment of plotter settings and can help optimize performance.
The loline Control Center will only run on the Windows 2000/X P/Vista
x32 operating systems. Most design software provides drivers for loline
plotters. Contact | oline customer serviceif you need assistance with driv-
ers.
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How The loline Plotter Works

Media and pen motion are combined to create vector plots. Files are sent to the plotter viaa serial connection with acomputer or file server. When afileis sent to the plotter
the electronic logic system tranglates the vectors into instructions for the X axis (paper motion) and Y axis (pen motion) motors and uses feedback to ensure plot accuracy.
Long plots are accomplished by breaking the plot file into frame segments and rolling the completed frames onto a take-up shaft. The 600 series can roll 600 yards onto the
take-up shaft in one plotting sequence. The 28Ae and Stylist Ae can create amarker no longer than 42 yards but can accumulate 100 yards from multiple plot files on the take-
up shaft. Long plot accuracy on the 600 series is maintained by checking an alignment mark on each frame with multiple passes of a sensor fixed to the carriage.
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Figure 2. The X andY axes and Origin (top view).

Note: Inthismanual theright and |eft side refersto the right and | eft
side of the front of the plotter. Design software usually refersto the
Origin (or Start Point) as “lower left” because it is the lower left
corner of aplot. The plot isusually oriented in the plotter rotated 90
degrees counter clockwise as shown in Figure 2. The lower |€eft cor-
ner of the plot is physically on the right side of the plotter.



INSTALLATION

The complete setup procedure for loline Ae plotters is described in detail in
the Quick Start Guide included with the accessory kit. The following infor-
mation is a brief summary.

Unpack the Plotter

Carefully remove the plotter from the box and placeit on aflat-stable surface.
This procedure requires two people. Save al packing materials and the box.
Check the packing list to ensurethat all of the accessories are present. Seethe
Quick Sart Guide for more information.

Assemble the Stand

Assemble and level the stand using the hardware included in the accessory kit
and directions outlined in the Quick Sart Guide.

Attach the Plotter to the Stand

Caution: Do not hold the plotting head by the bottom edge of the
end plates when attaching it to the stand. Fingers and hands might
get pinched between the end plates and stand legs. Hold the shiny
metal top bars a few inches from the end plates when handling the
head.

Attach the plotter to the stand with the top bars resting in the notches in the
stand legs. Use the hardware as indicated in the Quick Start Guide.

Connect the Plotter to the Computer

Note: Make sure the computer and the plotter have the power turned
off. loline recommends using a surge protector power strip for the
plotter and the computer.

Connect the plotter to the computer with a serial or USB cable. Cables are
provided in the accessory kit. See the Quick Start Guide and USB Installation
Guide for more connection information.

Power On

Important: Keep hands and loose clothing away from all moving
parts of the plotter.

Turn on the computer and the plotter to make sure they work. The plotter
power switch is located next to the power cord on the back of the machine,
behind the keypad. The carriage will move toward the keypad side of the
machine when the power is turned on. The red LED on the front panel will
light when the start-up process s finished.

Installing the loline Control Center

The Control Center isan interfacefor adjusting parametersto optimize plotter
performance. The plotter comes with a CD-ROM which has the Microsoft
Windows® 2000/X P/Vista x32 version of the loline Control Center program.

1. Turn on the power to the computer.
2. Start Windows®.
3. Insert the loline CD-ROM into the CD-ROM drive (usually D).
4. Theingtallation program should start automatically. If it does not:
a. Select the Start button.
b. Choose Run.

c. Type D:\IOSETUP (substitutethe correct letter if the CD-ROM drive
letter isnot D:) and Click OK.

5. Follow the instructions that appear on the screen.

6. The Operation chapter of thismanual hasdetailson using the loline Con-
trol Center software.



OPERATION

KEYPAD CONTROLS
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The keypad allows access to the main plotter functions.
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Figure 3. The Plotter Keypad.
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puter and the plotter. If the Start/Stop key is pressed during plot-

The Start/Stop key controls communication between the com- t—
ting (Stop mode, red LED) the machine will stop plotting when

the current vector isfinished. The Arrow keys are active whenin
Stop mode. When the Start/Stop key ispressed again, (Start mode,
green LED) plotting will resume exactly where it stopped.

START greenlight

STOP  redlight

Arrow Keys

EY

Arrow keysinoperable, plotter
online (ready to receive instructions).

Arrow keys operable, plotter offline
(not ready to receive instructions).

Pressing the Arrow keys moves the material back and forth or the
carriagefrom sideto side. Thearrow keyswill not work unlessthe

plotter isin Stop mode (see Start/Stop above).

Set Origin

The Set Origin key sets the initial origin or starting position for
the marker. It isbest to set anew origin before plotting each marker.
To set anew origin, press Start/Stop until the keypad LED isred
(Stop mode). Use the Arrow keys to move the pen to the desired
origin of the plot. Press the Set Origin key. The plotter will then
accept plot files.

ORIGIM POINT

Figure 4. Origin Paint.

Note: Design software usualy refers to the origin as
“lower left” becauseit isthelower | eft corner of amarker.
Because the plot isusually oriented as shown, it is physi-
cally on theright side of the plotter.

Speed

Use the Speed knob on the front panel of the plotter to adjust the
speed. Turn the knob clockwise to increase the speed, or counter-
clockwise to decrease the speed. Set the speed according to the
type of plotting and material being used. Seethe Plotting a Mar ker
section of this manual.

Force

Adjust the force by using the Force knob on the front panel. Turn
the Force knob clockwise to increase the force exerted on the pen.
See the section on Plotting a Marker for the recommended set-
tings. The range of force available at the knob is adjustable in the
Control Center. The availablerangeis 1 - 275 grams.

Note: Using too much force can cause excessive drag
which could damage the pen or tear the paper.



¥ Set Gap
_____ The Set Gap button allows the user to manually adjust the amount

that the plotter will compensate for the normal dlipping (frame
gap) that occurs during frame advances. The frame gap distanceis

primarily affected by the size of the feed roll, paper type, and hu-
midity. The advantage of using the Set Gap button to adjust frame
gap the ability to correct gapping during plotting. Frame gap is
also adjustable from the Control Center. The Set Gap button has
additional functions on the 600 series plotters.

Setting the Frame Gap with the Set Gap button:

Notefor the 600 Series: Thisfunction only workswhen
the frame sensor is disabled in the Control Center. See
the section Sensor Options above for more details.

. Prepare the plotter to receive a plot file. See the section Pre-

pareto Plot for more details.

2. Send aplot file to the plotter that has at |east three frames.
. After the second frame starts plotting, press the Set Gap but-

ton. The plotter will move the carriage and materia to the
center of thelast horizontal mark made at the beginning of the
second frame.

. Move the material with the vertical Arrow keys until the pen

is over the middle of the horizontal mark made at the end of
thefirst frame.

. Pressthe Set Gap button to resume plotting with the new frame

gap setting. The keypad LED should turn green. The frame
gap setting will not take affect until the current frame is com-
plete.

. Visually check the gap setting by checking for agap or over-

lap between the second and third frame.

. This process is accessible anytime during plotting. The plot-

ter will finish a frame advance cycle before recognizing that
the Start/Stop button was pressed.

Note: The Set Gap measurement is lost when the power
to the plotter is turned off.

Additional Set Gap button functions on the 600 series:

Note: These functions only work when the frame sensor
is enabled in the Control Center. See the section Sensor
Options above for more details.

« Sensor Test (not available during plotting):
1. Load the plotter with paper. See Prepare to Plot for details.
2. Press the Start/Stop button until the keypad LED turns red

(Stop mode).

3. Use the keypad Arrow keys to position the carriage so that

the pen is over the paper near the right side of the machine.

4. Pressthe Set Gap button.

5. The plotter will draw a frame alignment mark and continu-

oudly scan the mark until the Start/Stop button is pressed
again. If the sensor finds the mark it will beep. This function
isuseful for adjusting sensor height.

6. If no beep is heard the sensor might need adjustment, cannot

sense the ink color in use, or is defective. Use black ink or
contact the distributor or loline Customer Service for details.

e Find Lost Sensor Mark:

Material dippage may causetheframealignment mark to move
beyond the area where the frame sensor looks for it. If the
plotter is unableto find the mark with the frame sensor it will
enter lost mark mode. The keypad LED will turn solid green
and the plotter will emit a continuous beeping sound.

If this error occurs before the frame advance:

1. Check that the pen is drawing dark lines. Red ink will not

work with the sensor. Replacethe penif themark isvery light.

2. If thelinesare dark, help the plotter find the mark by position-

ing the carriage using the horizontal Arrow keys. Move the
carriage so the mark is lined up with the frame sensor in the
direction of paper movement (X). The plotter disables mate-
rial (X) movement so the vertical Arrow keyswill not work.

. Press the Set Gap button. The plotter will look for the mark

and, if it findsit, will continue plotting.

. Pressing the Start/Stop button will cancel lost mark mode,

ignore the missing mark, and continue with the previously
stored alignment correction measurement.



If this error occurs after the frame advance:

1

Check that the pen hasink and is drawing dark lines. Higher
force may darken the line. Red ink will not work with the
frame sensor. Replacethe penif the sensor linesarevery light.

. If thelines are dark, help the plotter find the mark by position-

ing the material with thevertical Arrow keys so that the mark
is ¥z inch below (in front of) the frame sensor. The plotter
disables carriage (Y) movement so the horizontal Arrow keys
will not work.

. Press the Set Gap button. The plotter will look for the mark

and, if it findsit, will continue plotting.

. Pressing the Start/Stop button will cancel lost mark mode,

ignore the missing mark, and continue with the previously
stored alignment correction measurement.

Roll

A@t

The Rall keys are used to rotate the take-up shaft.

Roll Up Material — Pressthe Start/Stop button until the key-
pad light is red. Press and hold the Roll button and the Up
Keypad Arrow. The plotter will pull paper onto the take-up
roll until the end of the service loop is reached.

Unroll Material — Press the Start/Stop button until the key-
pad light isred. Press and hold the Roll button and the Down
Keypad Arrow. The plotter will unroll paper from the take-
up roll onto the floor until the keys are released.

Automatic Unroll (600 series only) — Press the Start/Stop
button until the keypad light is red. Press and hold the Roll
button and the Down Keypad Arrow. With the other hand,
press and release the Up Keypad Arrow. Stop pressing all
buttons. The plotter will automatically unroll paper for one
minute then stop. To cancel automatic mode, press the Start/
Stop or any Arrow key.

Note: For more details on removing plotted markersfrom
the take-up shaft see Removing Markers from the Take-
Up Roll later in this chapter.

THE

IOLINE CONTROL CENTER

Theloline Control Center isaultility program that does three things:
» Allows adjustment of settings to tailor output from the computer.
» Provides an interface to send completed plot files to the plotter.
* Includes several diagnostic tests for troubleshooting.

Note: To avoid communication port conflicts, do not simultaneously
run more than one application that communicates with the plotter.

=] E3

............................................................................. 1 Com1 @ Lptd 0K |
1 Com2 () LptZ
Cancel |
loline Plotter 60D CrCom3 (O Lpts
loline Plotter 28
CrComd O User

Plotter Present

Figure 5. Control Center Setup Screen.
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Figure 6. Control Center Main Menu (model 600Ae shown).




10

Changing System Settings
A variety of settings are adjustable to fit specific needs:

e The plotter must be in Start mode (green LED on) when changing sys-
tem settings. Pressthe Start/Stop key and make surethe green lightison
before changing any settings.

» The Screen Menu displays the primary settings that are adjustable. The
Menu Bar contains utilities and less common plotter settings.

» Theselected changeswill bein effect only after one of the Send Settings
buttons is pushed.

Note: Some design software can override the Control Center set-
tings. Check to seeif it has by pressing the Update Display button
before and after a plot is completed. If the settings change, use the
design software to modify plotting parameters.

Menu Bar Features

The loline Control Center provides comprehensive help files to explain the
functions of the software options. Below isabrief summary Menu Bar items.
File

Send Cut/Plot File  Send aplot (.plt) file to the plotter.

Open SettingsFile  Restores saved settingsfiles.

Save SettingsAs Allows user to save settings files.

Exit Exits the Control Center program.
Setup
Plotter Setup Allows user to select the correct plotter model.
Port Setup Allows user to select the communications port.
Display
Plotter Settings Allows user to view current plotter settings.
Factory Defaults Allows user to view and restore original factory settings.
ROM Version Displaysinstalled ROM version.
Memory Buffer Displaysinstalled memory buffer size.
Options
HPGL Setting Allows user to select HGPL language.

Install New Firmware Installs new firmware into the plotter.
Calibrate

Calibrate Plotter Allows user to calibrate plotter.
Test

Communication Test  Allows user to test communications.
Computer Port Test  Allows user to test computer port.

Plotter Port Test Allows user to test plotter port.
Help
Contents Lists contents of help files.

About Provides Control Center version information.

Screen Menu Options

Measurement Units
English or Metric units are available when adjusting settings.
Panel Size

The Panel Size is the maximum area the plotter can use for plotting before
advancing the paper. In general, set it to the same val ue as the design software
frame size (sometimes called panel, frame, tile, page, etc.).

Important: Never set the plotter panel size smaller than the soft-
ware frame size; the plot will clip and the plotter may jam or tear
paper. Plotting with the plotter panel size set larger than the design
software frame size will makethe plot the correct size but will make
the feed and take-up |oops unnecessarily long.

The factory set (and maximum) X-axis panel length is 46 inches (116.8 cm)
long. The maximum Y-axis panel width is 72 inches (182.9 cm) wide. Note:
The material moves along the X-axis; the carriage moves along the Y-axis.

Scale

Thefactory-set Scaleis 100%. The plotter will produce aplot in the exact size
of any plot file that is sent. If the scale is 50%, the plotter will produce a plot
that is half the intended size. The scale of the plotter can range from 1% to
999%. Note: Both X andY axes are set independently.

Sensor Options (600 series only)

Sensor Options control how the model 600 series plotters use the sensor to
correct normal paper slipping during frame advance. Paper characteristicsand
humidity are afew of the factorsthat affect slipping. Scanning every frameis
useful for difficult materials. On high quality paper, Checking every 4" frame
will increase throughput without compromising frame alignment.

Check Every Frame —When this option is checked the plotter uses the frame
sensor to check the alignment mark during every frame advance. Thisisthe
most accurate but the slowest way to use the sensor during plotting. Thismode
may also improve performance when plotting on materialsthat slip when pulled
off of the feed rall.

Every 4" Frame — When this option is checked the plotter uses the frame
sensor to check the alignment mark during every 4" frame advance. Thismode
is less accurate than checking after every frame but increases throughput by
an average of 10%.

Disable Sensor — Disables the frame sensor. Set the Frame Gap during plot-
ting with the Set Gap keypad button (see the Keypad section) or manually
before plotting in the Control Center (see the Frame Alignment section).
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Frame Gap (Alighment)

Setting the Frame Gap compensates for the normal gap/overlap that occurs
between frames during frame advance. Use a Frame Gap setting on the 28Ae
and Stylist Ae or on the 600 series when the sensor is disabled (see above).

Note: Frame gap is aso adjustable during plotting with the Set Gap
button on the keypad. Only use the following procedure to adjust
frame gap when the plotter is not plotting markers.

1. Preparetheplotter to receive aplot file. Seethe section Plotting a Marker
for more details.

2. Send aplot fileto the plotter that has at |east three frames.

3. When the plot is complete, use aruler to accurately measure the gap or
overlap between the solid and dashed lines between he second and third
frames.

4. Set an origin on the plotter by pressing the Set Origin button. Make sure
the keypad LED is green (Start mode).

5. Start the loline Control Center program.

6. If the frames are separated enter the measurement as a negative number
in the frame gap field. For overlapping enter the measurement as a posi-
tive number in the frame gap field.

Example: If the plot shows an overlap of .200 inches, set the frame
gap in the Control Center to 200 (positive). If the plot shows agap of
.200, set the frame gap in the Control Center to -200 (negative).

7. Press Send Per manent in the Control Center to send the value to the
plotter.

8. Performtest plotsto verify that the gap setting is correct. Repeat if neces-
sary.

Send Settings to Plotter: Temporary

After changing any setting, the changes must be sent to the plotter. If Send
Settingsto Plotter: Temporary is selected, all of the displayed settings will
be used for the current session. When the plotter is turned off these settings
will be lost and the previous permanent settings will be in effect when the
plotter is turned on again. If any settings are changed, repeat the Test Plot
procedure to ensure that the results are satisfactory.

Send Settings to Plotter: Permanent

If Send Settingsto Plotter: Permanent is selected, all of the displayed set-
tings will be sent to the plotter and will be saved for all subsequent sessions,
even after turning off the plotter.

Acceleration

Thefactory set acceleration is 2.0 g. The accel eration setting determines how
quickly the pen will reach full speed when starting or ending aplot line. Use
the Control Center to change the setting within a range of 0.1 to 2.0 g. Use
lower acceleration settings when trying to achieve maximum accuracy.

Speed

Speed refers to pen and media speeds during plotting. Lower speed settings
will improve the line quality but will reduce throughput. The factory default
speed is 30 ips (inches per second) or 76 cm/sec. The setting rangeis 1 to 30
ips (2.5-76 cm/sec).

Up/Down Delays

The factory set up and down delays are both O milliseconds (ms) or O thou-
sandths of a second. The delay setting controls the amount of time, in milli-

seconds, the plotter pauses after lifting or lowering the pen. Under normal
circumstances this setting will not require adjustment.

Force

The minimum and maximum force settings for the For ce control knob on the
keypad is adjustable. The factory set and default minimum is 10 grams. The
maximum value is 275 grams. The default maximum force is 200 grams.
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PLOTTING A MARKER

Before plotting a marker, turn the plotter on, load it with paper, install a pen,
and set an origin. These steps are outlined below. In most cases the design
filesare sent directly from the design software to the plotter. If necessary, use
the loline Control Center software to send design files, adjust settings and
test plotter communication.

General Guidelines

1. Good paper loading makes good plots. Please see the following sections
about properly loading paper.

2. Do not set the plotter panel size smaller than the software frame size; the
plot will clip and the plotter may jam or tear paper.

3. Use only enough force to make a clear line. Excessive pen force might
cause misalignment problems over the range of along plot or tear the

paper.

4. Enable the frame sensor on the 600 series plotters to ensure accuracy
over long markers.

Installing a Pen

1. Rotatethe clamp screw until thereisenough room to insert the pen. Make
sure that the clamp isrotated up out of the way.

2. If using a plotter pen, dlip the flange into the dlot in the carriage jaw. If
using aregular pen, positionthetip so that it is 1/8 inch (3 mm) off of the
platen when the jaw isin the up position. The jaw can hold any pen with
amaximum barrel diameter of 7/8 inch (22 mm). Do not use pens with
red ink.

3. Tighten the clamp screw until the penis secure.

Figure 7. Installing a Pen in the Carriage Jaw.

Power On

Turn on power to the computer and the plotter. The plotter power switch is
located next to the power cord on the back. The carriage will moveto theright
end plate when the power comes on. Keep hands and loose clothing away
from moving parts. The front panel light will turn red when plotter is ready.

Paper

loline recommends 27 - 35 pound recycled or bond paper, 36" to 74" (91 to
188 cm) wide.

Guidelines for Plotting Pens
Refer to the table below for recommended settings for avariety of pen types.
Remember that force values are for starting reference only and require test-

ing.
Important Note: Do not use red ink pens.

Paper Pen Speed Force Comments

grams
BMI Super Lay- HP-style Maxdmum  60-80 15ms pen up/

Hat™ or equivalent ballpoint 15ms pen

high quality bond down delays

BIC® Round Maximum 180-200

Stic
ballpoint

Sanford Maximum  70-100
Sharpie

HP-style Medium  70-100

fiber tip
. Pladtic tip . . Not
Recommended
_ Ceramic tip - - Not
Recommended
- Liquid ink/ - - Not
Metd tip Recommended
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Loading the Feed Roll

1. Beforeloading anew paper roll always make sure the drive shaft is clean.

See the Preventative Maintenance section in the user guide for more de-
tails.

2. Place a paper hub in each end of the paper roll. Use a rubber mallet to
insert the hubs.

3. Slide the feed shaft through the paper hubs and the paper roll. If a paper

hub falls out, pressit firmly back into the end of the paper roll and set it
with arubber mallet.

Support Block \

Feed Shaft «

Paper Roll /

(Unrolls from Behind)

4. This step isvery important. Center the paper roll on the feed shaft by
diding the feed shaft left or right through the paper roll. Make sure the
hubs remain securely in place.

5. Use the supplied hex wrench to tighten both screws on each paper hub.

6. Lift the feed shaft and paper roll into the support blocks. Make surethe
paper unrollsfrom behind and towar dsthe plotter.

Support Block

Flanged Coupling

Paper Hub (2)

Figure 8. Installing the feed shaft.
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Loading the Take-Up Shaft

Caution: Never touch the take-up key or flanged coupling while
they are rotating. Serious personal injury could result.

1. Turn on power to the plotter.

2. If the take-up shaft has plotted markers on it, remove them. See Unload-
ing Completed Markers later in this section for details.

3. Rotate the take-up key with the Roll arrow keys until it is oriented per-
pendicular to the support block opening as shown below.

\\\

A

Support Block

4. If rolling up more than 42 yards on the take-up shaft (600 series only),
install the paper guide flanges (if supplied). Make sure the hub with the
thumbscrew is on the outside of the flange.

5. Put the take-up shaft into the front support blocks with the flanged cou-
pling at the right (keypad) end.

6. Rotate the shaft until the slot in the flanged coupling is aligned with the
take-up key. When the shaft slot and the key are aligned, push the take-up
shaft into place until it is seated in the support block.

Position Take-Up
Key as Shown

/ Rectangular Slot

\Flanged Coupling

\ Paper Guide Flange

with Hub Facing Out
(if supplied)

Take-Up Shaft

Figure 9. Installing the take-up shaft in the support blocks.
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Feeding Paper 4. Pull along leader of paper off of the paper roll and insert it through the
. _ stand, behind the plotting head, over the rear top bar, and between the
The figure below represents the proper paper paths. The diagram on the left platen and pinchwhesls.

showsthe paper after it isinserted properly and taped to the take-up shaft. The
figure on the right shows the result after the dancer bars are inserted and an
origin is set with the Set Origin keypad button.

1. On the 600 series, slide each of the paper guide flanges (if supplied)
toward the outside ends of the take-up shaft to create enough room for the
width of the paper.

5. Temporarily lock the paper in place by pulling the pinchwheel lever to-
ward the machine to lower the pinchwheels. Refer to the figure below for
help with the proper paper path.

2. If the pinchwheels are lowered, raise them by pushing the pinchwheel
lever away from the machine.

3. Turn on the power to the plotter if it is not already on. pinchwheel Lever

/

Front Top Bar
Rear Top Bar

Platen
Take-up Shaft
Feed Roll
Proper Paper Paper Path When
Path Ready to Plot

Figure 10. The correct paper feeding path on the loline Ae Plotters.
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Taping Paper to the Take-Up Shaft

1.
2.

Stand in front of the machine.

Attach ashort piece of masking tapeto the center of the dust cover ontop
of the machine.

. Grasp the front edge of the paper. Push the pinchwheel lever to raise the

pinchwheels.

. Hold the front edge of the paper with both hands and pull 20" (51 cm) of

paper over the platen and shiny top bar and under the take-up shaft (see
Figure 10 for the proper paper path).

Tape the Paper
in Three Places

5. Align the paper by gently moving it left and right until the tension feels

even. Attach the paper to the take-up shaft with the tape stuck to the
dustcover.

. Tape the right and left ends (about 2” or 5 cm in from the edge) to the

take-up shaft.

Note: If the paper isnot evenly aligned, thefirst few frames may not
line up properly. Misalignment is automatically corrected after plot-
ting two or three frames. If this problem causes difficulties the op-
tional method described below can improve frame alignment.

Figure 11. Taping the paper to the take-up shaft.
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Taping Paper (Optional Method)

Note: This method is useful for accurate alignment of the first few
frames but is not always necessary.

1. Stand in front of the machine.

2. Attach a piece of masking tape to the front of edge of the paper from
benesath.

3. While holding the front edge with both hands about 2' apart, raise the
chart wheel lever, and pull about 18" - 20" (46-51 cm) of paper over the
platen and shiny top bar and under the take-up shaft (see Figure 10).

4. Lower the chart wheel lever.
5. Insert the rear dancer bar. See Figure 13.

6. Press the Set Origin key on the keypad. Gently pull the middle of the
front edge of the paper to start the machine pulling paper from the feed
roll. Asthe paper feeds forward guide it over the shiny front top bar. The
paper will reverse direction and form afeed loop in the rear. The plotter
will enter Start mode (green LED) when it is finished.

7. If the paper isnot long enough to be wrapped under the take-up shaft and
taped to the front (see Figure 11) more paper must be pulled forward.
Press the Start/Stop key until the LED turns red (Stop mode). Use the
down Arrow key to pull enough paper to attach the middle of the paper to
the center of the take-up shaft. Use masking tape to attach the right and
left ends (about 2" or 5 cm in from the edge) to the take-up shaft.

Positioning the Pinchwheels

Note: It isimportant for these procedures that the paper roll is cen-
tered on the feed shaft.

Pinchwheel position depends on the width of the paper. Always place pinch-
wheels over adrive shaft segment. Use the white markers attached to the car-
riage rail to find drive shaft segments when they are covered by paper. An
example of chart wheel position on 72 inch (183 cm) paper isincluded bel ow.

Different paper sizes require different pinchwheel positions. Experiment to
find the proper positions remembering to place two pinchwheels near both
edges of the paper.

1. Ensure that the paper isloaded as described in the previous steps.

2. Raisethe pinchwheels(if they are not up) by pushing the lever away from
the machine.

3. Make sure that the paper roll is centered on the feed shaft.

4. Move the pinchwheelsto the proper position. See the figure below for an
example. Do not place a pinchwheel over any smooth portion of the
drive shaft. Usethe white markers on the carriagerail to find drive shaft
segments when they are covered by paper.

White Driveshaft Markers

72 Inch Paper

Outer Pinchwheels

Inner Pinchwheel

Figure 12. Positioning the pinchwheels for 72" (183 cm) paper.
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Insert the Dancer Bars Set an Origin
Important: Do not turn the feed or take-up roll by hand during plot- 1. Ensurethat apenisinstalled in the carriage jaw. Seethe previous section,
ting. Installing a Pen, for more details.
) ) ) 2. Use the left and right Arrow keys to move the carriage to the desired
1. Lower the pinchwheels (if they are not down) by pulling the lever toward starting location. Make sure the pen will start to the left of the right most
the machine. pinchwhesl.
2. Ensurethat the keypad LED isred. If the keypad LED isgreen, pressthe 3. Press the Set Origin key. The plotter will pull paper from the feed roll
Start/Stop button. and create afeed loop in the rear. The keypad LED will turn green when
3. Insert the short rear dancer bar into the rear dancer bar channels. the plotter is ready to receive afile.
4. Insert the long front dancer bar into the front dancer bar channels. 4. The plotter isready to receive aplot file when the Set Origin sequenceis

. . complete.
5. Press the down Arrow key until the front dancer bar fallsinto atake-up

loop formed by the paper. Pull enough mediato form aloop that is about
12" (30 cm) deep.

6. Move the paper flanges (if supplied) to about /2" (13 mm) from the
edges of the paper. Tighten the flange thumb screws.

Front Dancer
Bar (Long)

Rear Dancer

/ Bar (Short)

Front Dancer
Bar Channel

Rear Dancer
Bar Channel

Figure 13. Inserting the dancer bars.
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Sending Plot Files

When the apparel design is complete, send the pattern (as amarker plot, .plt,
file) to the plotter. Make sure the power is on and that the paper is loaded.
Also, be sure that a new origin is set with the Set Origin keypad button and
that the plotter isin Start mode (green LED).

» From the Design Software

In most cases the apparel design software will be used to create a marker plot
file and send the data directly to the plotter. Some software packages also
allow changes to plotting parameters. Be sure to follow the software instruc-
tions.

* From the loline Control Center

The loline Control Center software can be used to send a completed marker
plot file to the plotter. Open the loline Control Center as described earlier in
this chapter.

1. From the menu bar select File.
2. Select Send Plot File.

3. Enter the correct path and file name of the plot that will be sent to the
plotter. For example, the path might be;

CAIOLINE\<file name>.plt
4. Select OK.

Pausing a Marker Plot

Important: Do not pull paper tight between the drive shaft and the
take-up shaft while plotting is paused. Do not turn the feed roll or
take-up roll by hand while plotting is paused.

1. Pause aplot by pressing the Start/Stop key.

2. Thekeypad LED will change from green to red.

3. When plotting is paused the carriage, paper, and take-up roll can be moved
with the keypad Arrow keys. When the Start/Stop key is pressed again
(red LED changesto green) the plotter will return the carriage and paper
to the last plotting position.

Canceling a Marker Plot
» From the Apparel Design Software

1. Press the Start/Stop key to place the plotter in Stop mode (red LED).
Plotting will stop when the current vector finishes drawing.

2. Abort sending the plot from the apparel design software (refer to the
apparel design software manual or consult the software deder). If this
step isskipped the plot will continuewhen anew originisset with the Set
Origin keypad button.

3. Position the carriage and paper for anew plot file and press the Set Ori-
gin key. The plotter will delete the plot data it has already received but
has not yet drawn. New feed and take-up loops will form.

* From the loline Control Center

1. Press the Start/Stop key to place the plotter in Stop mode (red LED).
Plotting will stop when the current vector finishes drawing.

2. Cancel the plot in the Control Center software by clicking on the Abort
button. The file may have already finished downloading to the plotter.
Skip this step if that has occurred.

3. Usethe keypad Arrow keysto position the carriage for the start of anew
plot file.

4. Press the Set Origin key to make the plotter delete the plot data it has
already received but has not yet drawn. This also prepares the plotter to
receive the next plot file.

5. New feed and take-up loops will form.
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Removing Markers from the Take-Up Shaft

Note: Except when the feed roll is changed, it is best to leave the
pinchwheel s down when removing compl eted markersfrom the take-
up roll. Leaving the pinchwheels down will help keep the paper
aligned with the feed roll and reduce the time between plotting op-
erations.

1. Remove the front dancer bar.
2. Pressthe Start/Stop key until thekeypad LED changesto red (Stop mode).

3. Cut the paper with the included cutting tool. Use the colored groove in
the front of the platen as a guide.

Use one of the following methods to remove completed markers:

Note: The take-up shaft is very heavy when many plots are rolled
up. Get help removing the plotted paper roll from the machine.

MeLIIUU L. ULHHUIL VWIL L UIc oliait 11 riacvce

1. With the power off, rotate the take-up shaft by hand until the rectangular
opening in the flanged coupling is perpendicular to the opening in the
support block (see Figure 9).

2. Remove the shaft from the support blocks. Important: removing a full
take-up shaft may require two people.

3. The paper iswound so that when unrolled the plotted imageis facing up.
The markers can be unrolled directly onto the cutting table with the take-
up shaft in placein the roll.

Method 2: Manual Unroll with the Roll Arrow Keys
1. Press and hold the Roll key then press the Unroll arrow key.

2. Release the Roll key but continue to hold the Unroll key until all of the
markers are unwound. The unroll speed will increase after afew seconds
of rotation.

3. Remove the tape holding the paper on the take-up shaft.

Method 3: Automatic Unroll with the Roll Keys (600 series
only)

1. Press and hold the Roll key then press the Unroll arrow key.
2. Pressand hold the Roll Up arrow key for 2 seconds with the other hand.
3. Release dll of the keys.

4. The automatic unroll feature will continue for 1 minute and then stop.

5. Repeat this procedure until all of the markers are unwound.

6. Cancel the automatic unroll feature at any time by pressing any keypad
key except the Roll arrow keys.

Method 4: Removing The Shaft

The shaft can be removed from the roll of completed markers without un-
winding. Thetake-up shaft must be freed from the plotted roll beforeit can be
removed. This is accomplished manually or automatically with the take-up
motor.

» Manually Freeing The Take-Up Shaft:
1. Tape the loose end of the roll down so that it cannot flap freely.

2. Rotate the take-up shaft by hand until the rectangular opening in the
flanged coupling is perpendicular to the opening in the support block
(see Figure 9). Remove the shaft.

3. Stand the roll on end with the flanged coupling pointing up. Rotate the
take-up shaft counter clockwise (opposite to the direction that the paper
was rolled on the machine). See Figure 14.

4. Thelarger theroll, the more rotations are required to free the shaft. When
the shaft freely rotates, lay the roll on the ground.

5. Continue to twist the shaft counter clockwise while pulling it out of the
paper roll until itisfree.

/\_/_\//_\/‘\

Figure 14. Manually freeing the take-up shaft.
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» Automatically Freeing The Take-Up Shaft with the Motor

Note: The take-up shaft is very heavy when many plots have been
rolled up. Two or more people may be required to remove the plotted
paper roll from the machine.

. Tape the loose end of the roll down so that it cannot flap free.

. While one person lifts from the bottom and holds the paper roll till,
pressthe Roll key and the Up Arrow key on the keypad to rotate the take-
up shaft opposite to the direction that the paper was rolled on the ma-
chine. The automatic unroll feature mentioned above can be used.

. Thelarger theroll, the more rotations are required to free the shaft. When
the shaft freely rotates in the roll, stop turning the take-up shaft. If the
plotter jams (single blinking green LED) then do not unwind the roll
with the motor. See Manually Freeing the Take-Up Shaft above.

. Rotate the take-up shaft by hand until the rectangular opening in the
flanged coupling is perpendicular to the opening in the support block
(see Figure 9). Remove the shaft and lay it on the ground.

. Continue to twist the shaft counter clockwise while pulling it out of the
paper roll until it isfree.

Reattach Paper to the Take-Up Shaft

Note: Except when the feed roll is changed, it is best to leave the
pinchwheel s down when removing completed markersfrom the take-
up roll. Leaving the pinchwheels down will help keep the paper
aligned with the feed roll and reduce the time between plotting op-
erations.

. Use the vertical keypad Arrow keys to drive enough paper forward to

drape over the shiny top bar and wrap under and around the take-up shaft.

. If the paper will not move far enough forward, press the Set Origin key

on the keypad.

. Gently pull the middle of the front edge of the paper to start the machine

pulling paper from the feed roll.

. Guide the paper over the shiny top bar asit is pulled forward. The paper

will reverse direction and afeed loop will form in the rear.

. Use the keypad Arrow keys as described above until enough paper is

available.

. Follow the guidelines described in the Taping Paper to the Take-Up Shaft

section above.
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ROUTINE MAINTENANCE

Cleaning the Drive Shaft

Warning: Do not use any water, brusheswith metal bristlesor clean-
ing agents (except alcohol) to clean the plotter. Pay special attention
to keeping the drive shaft bearings free of al liquids

Clean the drive shaft regularly to make sure the plot remains accurate. To
clean the drive shaft:

1. Turn off the plotter and disconnect the power cord.

2. Gently remove any accumulated dust and residue with a stiff non-metal
bristle brush.

Figure 15. Cleaning the Drive Shaft.
Calibration

Over time, plotters may require calibration to account for normal wear. This
will ensure that the plotter output closely matches the design intent.

Note: The Scale command does not effect the calibration values.

Prepare the Plotter

1. Load the plotter with paper that is greater than 46 inches wide according
to the instructions in the Operation section. Install a penin the carriage.

2. Movethe carriage with the Arrow keys so that the penisto theleft of the
right most pinchwhesl.

3. Put the plotter in Start mode (green LED) by pressing the Set Origin
key. The machinewill pull apanel of paper off of theroll. Seethe Opera-
tion chapter for more details on preparing to plot.

Gather the Calibration Data
1. Open the loline Control Center program.

2. Select Calibrate, Calibrate Plotter from the Control Center menu bar.
A window like Figure 16 will appear.

[ &-Axis

Mezzured

)]

Intended 40.000
(i)

i

Calibration 1.0000
Setting

= Set Calibration

['r-Axis
Intended 30.000
{in)
Meszured

i

]

Calibration 1.0000
Setting

[ ‘et Calibration

Calibration Plaot

| Reset Calibration I ‘ Done I

Figure 16. Calibration screen.

3. Select Calibration Plot to plot the factory stored calibration plot. The
plotter will draw a box that is 40" (102 cm) long on the X axis and 30"
(76 cm) wide ontheY axis. See Figure 17.
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Y1

X1 |~40in. X2

Y2
Figure 17. The Calibration Box and M easurements.

4. Precisely measure both sides (X) and the top and bottom () of thebox in
either inches or centimeters (dependent on the Measurement Units set-
ting) and record the results. Better accuracy in measurement equal's bet-
ter calibration.

5. Take the average of the horizontal (Y) values by adding them together
and dividing by 2. Repeat this procedure for the vertical (X) values.
Example:

If X1=239.750in. and X2 = 39.700in.

The sumis 79.450 in. (39.750 in. + 39.700 in. = 79.450 in.).
The averageis39.725in. (79.450 in. / 2 = 39.725in.)

The X calibration value is the average, 39.725 in.

Enter the Calibration Data:

1. Enter the measured valuesin the boxes in the Calibration window. Make
suretheplotter isin Start mode (green LED). Select the Set Calibration
button.

2. The plotter will send the calibration values to the plotter and the new
Calibration Setting will be displayed in the boxesin the window.

3. Click on Done when finished.

Note: Only use Reset Calibration to restore original factory cali-
bration settings.

Cleaning the Platen

Asthe plotter is used, dust and paper residue will accumulate on the platen.
This debris may accumulate as often as every two weeks.

1. Turn off power to the plotter.

2. Dampen a lint-free cloth with isopropyl (pharmacy) alcohol and gently
wipe the platen until any accumulated residue is removed. Use antistatic
spray instead of isopropyl acohol if desired.

Cleaning the Support Blocks

Dust and paper residue will accumulate on the take-up and feed shaft support
blocks. Perform this procedure when debrisinhibits easy rotation of the shafts.

War ning: Never touch thetake-up key or flange coupling while they
arerotating (see Figure 18). Serious personal injury could result.

1. Turn off the power to the plotter.
2. Remove the feed shaft and the take-up shaft.

3. Dampen alint-free cloth with isopropyl (pharmacy) alcohol and gently
wipe the support blocks until any accumulated residue is removed.

4. Wipe down both ends of the feed shaft and the take-up shaft before rein-
stalling them.

A

Figure 18. Do Not Touch the Take-Up Key Whileit is Moving.
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COMMUNICATION TESTING

There are three communication diagnostic tests available in the Control Cen-
ter. These tests are designed to help determine if a communication problem
exists and to isolate where the problem is occurring.

A diagnostic moduleisrequired to run two of these tests. It will work on both
the computer and plotter serial (COM) ports. It isavailable from loline or an
authorized dealer.

Communication Test

This test will determine if communication is working between the computer
and the plotter on the serial (COM) port. Run this test from the Control Cen-
ter, Test menu. The diagnostic moduleis not required to run this test.

1.

Turn the plotter off. Connect the plotter to the computer with aserial port
cable. See the section Connect the Plotter to the Computer in the Quick
Sart guide for more details.

. Start the loline Control Center. Select Test, Communication Test from

the menu bar at the top of the window.

. Turn on the plotter while holding down the Set Gap key on the keypad.

Hold down the Set Gap key until the plotter beeps and the light flashes
three times. The plotter isnow in Test M ode.

. Pressthe Start/Stop key on the plotter and verify that the handshake line

(CTS) status displayed on the computer screen toggles On/Off. Leave
the handshake line On.

. Pressthe Roll key to switch the plotter into Echo mode. The green light

will come on.

. Press a key on the computer and verify that the character transmitted

equalsthe character received. If the characters match then the connection
between the plotter and computer is working properly.

. Select Exit in the Control Center after the communication test is com-

plete.

. Turn off the plotter at the end of the test. Thiswill exit Test Mode.
. The next two tests are not necessary if serial (COM) port testing is suc-

cessful.

Testing the Plotter Serial Port

The diagnostic moduleis required for thistest.

1
2.
3.

Connect the diagnostic module directly to the plotter COM port.
From the Control Center main menu, select Test, Plotter Port Test.

Turn on the plotter while holding down the Roll key on the keypad. Con-
tinue holding down the Roll key until the plotter beepsand thelight flashes
three times. The plotter isnow in Test M ode.

. Press any Arrow key on the keypad to transmit and receive characters.

Verify that the plotter beeps.

. Turn off the plotter at the end of thetest. Thiswill exit Test Mode. If this

test fails, the plotter port isfaulty.

Testing the Computer Serial Port

The diagnostic moduleis required for thistest.

1.

Connect the diagnostic module directly to the COM port on the com-
puter. If the computer COM port has a hine pin connector, use a9 pin to
25 pin adapter between the COM port and diagnostic module.

. From the Control Center main menu, select Test, Computer Port Test.

3. Verify that the COM port selected isthe correct one. If it isnot, select the

proper COM Port.

. Verify the CTS handshake lineis on.

5. Press any key on the computer keyboard and verify that the character

transmitted equals the character received.

. Select the Exit button at the end of the test. Thiswill exit Test M ode. If

thistest fails, the computer port is faulty.
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TROUBLESHOOTING

If the system is not working correctly the problem could be with the com-
puter, the cable, the design software, or with the plotter. Changes to the com-
puter operating system or theinstallation of new peripherals or software might
cause conflicts. If the computer or the design software are causing a problem,
consult the computer or software manuals or call the manufacturer or deder.

If the problem is with the plotter, begin by making sure power is on and that
the cable between the machines is connected correctly. Test the connection
with the methods described in the Communication Testing section. Consult
the following charts for more detailed troubleshooting techniques.

General Problems

A marker plot doesn't start at the correct point on the paper.

Cause: Solution:

The origin is not set. Press the Set Origin key with the
pen positioned where the plot
should start.

The plotter does not complete the marker plot and leaves a large
gap between frames.

Cause: Solution:

The apparel design software Increase the panel size setting

frame sizeis set larger than the  (with the Control Center

plotter panel size setting (the software) to match the setting of

factory set and maximum frame  the apparel design software or

sizeis 46" or 116.8 cm). lower the apparel design software
frame size setting to match the
panel size setting.

If a marker plot file is sent but nothing happens.

Cause: Solution:

A communication problem has ~ Make sure the serial ports on the

occurred or the plotter isin Stop computer and the plotter are

(red LED) mode. connected and configured
properly. Press the Set Origin
key to put the plotter in Start
mode (green LED). Feed loops
will form.

No power when the plotter is turned on.

Cause: Solution:
1. The power cord is damaged 1. Check the power cord
or disconnected. connection.

2. The plotter is damaged and 2. Cdll an loline distributor or
needs professional service. loline Customer Service.

Plotting Quality Problems

Good plotting quality is dependent upon a number of different factors. The
type of paper, environmental conditions, and operator habits are only afew of
the variablesthat can affect the quality of aplot. It isimportant that the plotter
isloaded and maintai ned according to the guidelinesin the Operation chapter.
Below isasummary of the most common difficulties:

A marker plot file is sent and the output is erratic.

Cause: Solution:

The marker plot file was sent Make sure the appardl design

with the wrong plotter language  software and the plotter are set to

Setting. the same plotter language (either
HPGL 7475 or HPGL 7596).

The frame sensor does not detect a frame axis mark (the plotter
stops functioning, emits audible beeps and the keypad LED is green).

Cause Solution:
The frame sensor was unableto  See the LED Codes section
find the frame alignment mark.  below.

Use the Set Gap keypad key to
find the lost mark. See the
Operation section for more
details.
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The corners of the lines on the plots are not completely meeting.

Cause: Solution:

1. The paper is dipping. 1. Clean the drive shaft. Check
that the picnhwheels are not
over a bearing or bare shaft.

2. The up/down delay values are 2. Adjust the up/down delay.

set incorrectly.

3. The pen force setting is too 3. Increase the pen force.

low.

A gap or overlap is evident between panels or the panels are not
aligned.

Causel Solution:

1. The paper is dipping. 1. Clean the drive shaft and
change the pinchwhese
position.

2. Sensor disabled or frame gap 2. Enable the sensor in the

not set. Control Center or set the frame
gap.

Pen tears the paper during plotting.

Cause: Solution:

1. The pen is dry. 1. Replace the pen.

2. The pen tip is broken, possibly 2. Decrease the pen force and

due to pen force set too high. replace the pen.

3. The pen force is set too high. 3. Reduce the pen force.
4. Dirt or debrisis stuck onthe 4. Clean or replace the pen.
pen.
5. The paper is bubbling because 5. Contact an loline distributor or

the fans are not working. loline Customer Service.
6. Paper is bubbling because the 6. Clean the drive shaft then
paper is dipping. change the pinchwhedl
position.
7. The up/down delay values are 7. Reset to defaults. Adjust as
set incorrectly. necessary.

8. Plotting too close to the edge 8. Set a hew origin inside the
of the paper. right most pinchwheels.

(This Page Intentionally Left Blank)
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Loss of Registration Between Frames

L ossof accuracy between the frames of acompleted marker plot may indicate
aloss of registration during frame advance. Check the following items to en-
sure that the plotter is setup properly:

» Make sure the frame sensor is enabled in the Control Center (600 series
only) or check the Frame Gap (see the Operation section for more de-
tails). If the frame sensor is OFF mark the check box and send settingsto
the plotter so that it functions properly.

» The frame/panel size may be mismatched between the plotter and the
design software. Check that the frame size in the software is equal to or
lower than the default panel size of 46" (116.8 cm).

Registration problems can a so arise from the paper dlipping under the pinch-
wheels or from other tracking problems. If everything appears to be setup
properly see Tracking below.

Tracking

Tracking is the process that controls the media motion over the platen and
assures accurate lines and frame matching. If the paper is slipping under the
pinchwheels or is not aligned, plotting quality and frame registration are de-
graded. To resolve tracking difficulties try the following suggestions:

» The paper must beinstalled correctly. Seethe Operation chapter for more
details.

* Inspect the paper for wrinklesor folds. Never use any paper that isfolded,
wrinkled, or torn in any way.

» Check the take-up shaft to see if the roll of completed marker plots ex-
ceeds the height of the paper guide flanges (if supplied). If the take-up
roll diameter isgreater than the paper guide flangesthe paper will haveto
be removed before sending the next plot file. See Removing Completed
Markers from the Take-Up Roll in the Operation chapter.

» Reducing the speed and acceleration settings in the Control Center can
resolve some tracking problems.

» Make sure the pinchwheels are spaced across the paper as outlined in the
Operation chapter.

» Theinner pinchwheels must not be positioned over the bearings in the
drive shaft because paper tearing and bunching will occur.

» Check to make sure that the plotter islevel. See the Setup chapter.

» Thechart wheel pressure on the drive shaft creates an impression on the

marker. The underside of the completed marker plot will always have
visible drive tracks which should be identical. If one drive track is more
pronounced or markedly different than the others there may be a chart
wheel or drive shaft problem.

» The paper may be dlipping because debris has accumulated on the drive
shaft preventing proper paper traction. Inspect and clean the drive shaft.
Refer to the Preventative Maintenance chapter.

» Contact an lolinedistributor or |oline Customer Serviceif damaged equip-
ment is causing tracking difficulty or if the plotting quality problem can-
not be resolved.

Poor Line Quality
If themarker plot line quality isuneven try thefollowing suggestionsin order:

1. Use the keypad force knob to select a pen force that produces adequate
line quality.

. Increase the Pen Down Delay.

. Replace the pen with anew one.

. Adjust the plotting speed valuesin the Control Center software.
. Plot on a higher quality paper.

o 0o~ WDN

. Refer to the Operation chapter to check that the pen is recommended by
loline.

7. Check the white plotting strip under the pen. Have it replaced if it is
damaged.

8. Contact an loline distributor or loline Customer Service for further help.
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Error Messages

Error messages that are specific to the plotter are divided into two categories;
Software Errors and LED Codes. Software errors present themselves on the
computer screen and usually indicate acommunication problem. LED codes
arevisible below the keypad on the front panel of the plotter and can be green,
red or acombination of both. The LED Codestablein this section explainsthe
type and meaning of each error. Other errors can occur with the operating
system or the plotting software and should be resolved with the software ven-
dor.

Software Errors;

Could not open COMX.

Cause: Solution:

The Control Center couldn't open Select a serial COM port that is
the seridl COM port for use. A available.

seria port that is not available

was sel ected.
Setup COM port and check plotter present.
Cause: Solution:

The last operation requiresthat ~ Be sure the plotter is connected
the plotter be connected to the to the selected serial port, that the
seria port but the Control Center green LED is on, and that the
could not find it. seria cable is functioning.

Green LED not on or plotter not connected to COMX.

Cause: Solution:

The Control Center opened the  Be sure the plotter is connected

COM port but could not get a to the selected serid port, that the

response from the plotter. keypad LED is green, and that
the seria cable is functioning.
This message may appear if
communication is attempted
during plotting. If thisisthe
case wait for the plot to finish
and send the setting or file again.

The sdlected plotter is not the same as that connected to the
computer.

Cause: Solution:

The Control Center cannot match  Select the correct plotter from the
the plotter that was chosen at start plotter list in the setup window.
up with the one found during

initialization.

This version of Control Center needs a ROM version of X.X or later.

Cause: Solution:

The plotter ROM s not The plotter is shipped with a

compatible with the Control Control Center that is designed to

Center currently in use. function with specific ROM
versions. If this error occurs
contact loline to determine the
correct ROM and software
combination.
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LED Codes

Double blinking red LED, pause, repeat ...

Cause;
Buffer overflow or
communications problem.

Solution:

Perform communication tests as
outlined in the Testing
Communications section. Send
the marker.plt file from the
Control Center to verify
communication.

Alternating blinking green and red LED

Cause:
Plotter language syntax error.

Solution:

Make sure that the plotter and the
computer software are set to the
same plot language. Send the
marker.plt file from the Control
Center to verify communication.
This error may occur if plot files
in different languages are sent
consecutively.

Sngle blinking green LED, pause, repesat ...

Cause:

Carriage (Y axis) or take-up roll
jam due to crumpled media or
other objects blocking motion.

Solution:
Clear media or objects causing
jam.

Sngle blinking red LED, pause, repest ...

Cause:
Grit Shaft (X axis) jam due to

crumpled media or other objects

blocking mation.

Solution:
Clear media or objects causing
jam.

Solid green LED, continuous beeping*.

Cause: Solution:
The frame sensor was unable to
find the registration mark. The
plotter has entered frame sensor

error mode.
1. The penisdry or theink is 1. Replace the pen with a new
not black. black ink pen. Press the

Start/Stop key to skip frame
registration and proceed to
the next frame.
2. Paper is bubbling or badly 2. Check and adjust paper
misaligned. aignment.
3. The sensor is loose in the
bracket or damaged. 3. Cdll loline Customer Service
for adjustment details or to
identify an equipment
problem.

* The 600 series plotter makes multiple attemptsto find each frame
mark. The plotter will continue to plot if one frame mark is missed.
If a second frame mark is missed during the next two frame ad-
vances, the plotter will enter frame sensor error mode. The keypad
LED will remain solid green but plotting will stop and the machine
will beep continuously.

See the section describing the Set Gap button for more options to
handle alost frame mark.
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Testing the Frame Sensor

A malfunctioning frame sensor might cause the frames to misalign on a 600
series plotter. The following procedure will help determine if a problem has
developed. Thistest is not available during plotting.

Note: These functions only work when the frame sensor is enabled
inthe Control Center. Seethe section Sensor Optionsabovefor more
details.

1. Load the plotter with paper. See the section Prepare to Plot for more
details.

2. Pressthe Start/Stop button until the keypad LED turnsred (Stop mode).

3. Usethekeypad Arrow keysto position the carriage so that the penisover
a clean section of paper.

4. Pressthe Set Gap button.

5. The plotter will draw aframe alignment mark and continuously scan the
mark until the Start/Stop button is pressed again. If the sensor finds the
mark it will beep. This function is useful for adjusting sensor height.

6. If no beep isheard the sensor might need adjustment or is defective. Con-
tact an loline distributor or loline Customer Service for details.

(This Page Intentionally Left Blank)
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END NOTES

Getting Help

loline is committed to providing the highest quality service and support to its
customers. If you need assistance with an | oline plotter, anumber of resources
are available:

1. First, refer to this User Guide for answers to your specific questions.
2. Consult the support section of the |oline web site: www.ioline.com.

3. For additional assistance, contact your local dealer or loline Customer
Service. Contact information islisted on the following pages of this User
Guide.

Any warranty servicing of thisproduct not specifically describedin thismanual
must be authorized in writing by loline Customer Service. You may obtain
service by calling or faxing loline Customer Service. The technicians will
help you determine the nature of the problem. If factory repair is necessary,
you will receive a RMA (Return Material Authorization). Please gather the
information indicated in the next column before contacting loline or your
deadler.

1. When returning a machine, carefully package the equipment in its origi-
nal container or equivalent. You may purchase shipping containers from
loline by contacting loline Customer Service. lolineis not responsible
for any damage dueto inadequate or improper packaging.

2. Carefully wrap and secure all items in the shipping container to prevent
damage. Seal the container and note the RMA number near the address
block.

3. Shipthecontainer using FED-EX or another approved carrier. COD SHI P-
MENTSARE NOT ACCEPTED. An loline representative will contact
you prior to the start of work with an estimate of repair cost. All repairs
are warranted for 90 days.

Please gather the following information about your plotter

before contacting loline or the dealer for technical support.

Name:

Company Name;

Phone Number: Fax:

Moddl:

Serial Number:

Date of Purchase:

Dealer:

Type of Material Used:

Type of Computer:

Type of design software:

New Software or Peripherals:

Service History (if any):

Note: loline Customer Service contact information is listed on the
last page of this section.
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The FCC Wants You to Know...

This equipment generates and uses radio frequency energy and, if not in-
stalled and used properly (in strict accordance with manufacturer instructions),
it may cause interference to radio and television reception. Operation is sub-
ject to the following two conditions: (1) This device may not cause harmful
interference, and (2) this device must accept any interference received, in-
cluding interference that may cause undesired operation. If this equipment
does cause interference to radio or television reception - which can be deter-
mined by turning the equipment off and on - you are encouraged to try to
correct the problem by one or more of the following measures:

» Useonly shielded interface cables.

 Reorient the receiving antenna.

» Relocate the host computer with respect to the receiver.
» Move the host computer away from the receiver.

» Plug the host computer into a different outlet so that the host computer
and receiver are on different branch circuits.

If necessary, consult the dealer or an experienced radio/television technician
for additional suggestions. The following booklet, prepared by the Federal
Communications Commission, is a helpful reference:

How To Identify and Resolve Radio-TV Interference Problems:
The stock number is: 004-000-00345-4

Thisbooklet is available from:
U.S. Government Printing Office
Washington, D.C. 20402

Your Comments Are Requested

loline Corporation isinterested in comments on our documentation and prod-
ucts. Please send corrections or suggestions to:

IOLINE CORPORATION

14140 NE 200th Street

Woodinville, WA 98072 USA

Voice: 1.425.398.8282

Fax: 1.425.398.8383

www.ioline.com

info@ioline.com
This User Guide is provided for informational purposes only. The contents
are subject to change without notice, and loline Corporation assumes no re-
sponsihility for any errorsthat are contained herein. No part of thisUser Guide
may be copied, disseminated, or distributed without the express written con-
sent of loline Corporation.

Customer Service

loline Corporation is committed to providing quality service and support to
our customers. If you need assistance with an loline product, contact your
local dealer or loline authorized service center. You may also contact the

loline Customer Service Department

Monday through Friday

7:00 A.M. - 5:00 P.M. U.S. Pacific Time

Voice: 1.425.398.8282

Fax: 1.425.398.8383

techsupport@ioline.com

www.ioline.com
loline has many years of experience working with designers, graders and
marker makers. Feel freeto contact usif you have questions or to share infor-
mation.

Limit of Liability Statement

It is the responsibility of the operator of the plotter to monitor the perfor-
mance of the plotter and maintain it in proper working condition by following
the instructions in this User Guide. It is the responsibility of the operator of
the plotter to follow all safety precautions and warnings that are described in
thisUser Guide. lolineisnot responsiblefor injuriesthat may occur asaresult
of unsafe operating procedures. loline is not responsible for substandard op-
erational performance asaresult of failureto maintain the plotter as described
in this User Guide.
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GLOSSARY

A

Acceleration - The rate that a plotter changes the velocity of the carriage or
the paper. Acceleration is measured in units of g (1 g = 32.2 ft/s?). Higher
acceleration can increase throughput but may degrade plot quality.

Arc - A segment of acircle, also called acurve.

Axis - The geometric guidelines used to place a coordinate. Used to deter-
mine pen paths for plotters.

B
Bottom Cover - Metal housing that protects the underside of the plotter.
C

Control Panel - Panel on theright side of the machine where primary plotter
functions are accessible. Also called the Keypad.

Coordinate- A point that isreferenced by its position onthe X orY axesof a
plotter. The use of line or arc segments to connect coordinates creates paths
for pensto follow when plotting.

Carriage - The component that holds the pen and frame sensor (600 series
only). It travels along the Y-axis on the traverse.

Chart Tape - Slick white tape located under the pen to cushion and protect
the platen and pen.

Chart Wheel - See pinchwheel.
Chart Wheel Lever - See pinchwheel lever.
D

Dancer Bar - Rod that holds the feed loop and take-up loop taut during plot-
ting.

DM/PL - Digital Microprocessor/Plotting Language. An instruction set used
to send vector information to amachine that can represent dataasaplot. DM/
PL isused in software drivers for some design programs.

Drive Shaft - The motor driven shaft that moves material through a friction
feed plotter. The drive shaft has arough surface that grips the material.

F

Feed Loop - Slack material between the feed roll and the plotter. The rear
dancer bar holds the feed loop taut during plotting.

Feed Shaft - Metal rod that holds the paper roll parallel to the plotter and
allowsit to turn during feeding.

File Name Extensions - In DOS and Windows based programs, the three

letters after the period in afile name. With graphics files the three | etters de-
note a file type such as the vector and bitmap based Encapsulated Postscript
(EPS) and the vector based Hewl ett Packard Graphics Language (PLT).

Flange - A projecting rim around the circumference of a pen that locatesit in
the pen holder on the tool carriage.

Font - Refers to the style and width of letters, numbers, and symbols. Ex-
amples are Helvetica Bold or Times Roman.

Force - The downward pressure exerted on a pen tip. The force range avail-
able with the force knob on the keypad is adjustable with the Control Center.
Increasing the pressure can produce a darker line. Too much force can dam-
age some pens and tear media.

Frame - Segment of aplot established by the design software. Frames can be
any sizeup to 46” (X axis) by 72" (Y axis). Markers are generally plotted as
aseries of frames.

Frame Size - The X axis length of each part of the plot as established by the
design software. Frame sizeis also called tile size, page size, etc.

Frame Sensor - The electronic eyethat reads frame position and adjusts plot-
ting parameters so that the frames are aligned properly (600 series only).

Friction feed - Process where the material isfed through a plotter by placing
it between a motor-driven drive shaft and tensioned pinchwheels.

H

HPGL - Hewlett Packard Graphics Language. Instruction set used to send
vector information to amachine that can represent dataas a plot. HPGL 7475
isthe most common plot language used for communication between a plotter
and design software.

HPGL Setting - loline plotters support three industry standard plotter lan-
guages. HPGL 7475, HPGL 7596, and DM/PL. Most design software uses
DM/PL or HPGL 7475 which have a lower left origin. DM/PL cannot be
selected in the Control Center because the plotter will automatically recog-
nizeit. HPGL 7596 uses a center origin so plotting begins at the center of the
intended plotting area.

K

Keypad - Panel on theright side of the plotter where the user controls simple
plotter functions. Carriage and paper motion is accessible from here during
Stop mode. Also called the control panel.

M

Mil - Thousandths of aninch or milliinches. For example; 75 milsisthe same
as .075 inches. 1 mil is equal to .025mm.

O
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Origin - Point marking the zero (0) coordinate on the X and Y axes. Used asa
starting reference by plottersfor pen paths. On loline plotterstheoriginis set
with the Set Origin key on the keypad.

P

Panel - A panel is the plot area that is drawn without advancing the paper.
Serviceloops (take-up and feed) are established based on the X axis length of
the panel. Maximum panel size is 46" (116.8 cm) long by 72" (182.9 cm)
wide. Multiple panels are rolled up on the take-up shaft. In general the panel
size should match the frame size in the design software.

Paper Hub - Device that holds the feed paper roll in position on the feed
shaft.

Par allel Communications- Method of sending information from acomputer
to aplotter by sending 1 byte (8 bits) at atime through acable. Thismethod is
faster than serial communication. The parallel port onaPCisafemale (small
holes) connector.

Pen Delay - The amount of time, in milliseconds, that the pen hesitates when
actuated (up or down).

Pinchwhed - Roller wheels that push the paper against the drive shaft when
lowered into position by the square shaft.

Pinchwhed L ever - Lever connected to the square shaft that, when actuated,
raises and lowers the pinchwheels..

Platen - Curved surface that houses the drive shaft and supports the material
during plotting.

Plotter - A device that uses coordinates and vectorsto create images. In elec-
tronic marker making, plotters recreate vectors on material with a set of coor-
dinates stored in a computer file.

R

Resolution - The smallest distance that a plotter can move the material or the
carriage. Plotter resolution affects the accuracy of plot file reproduction on
the material.

Roll Feed - A method of pulling material from aroll for plotting. Works in
conjunction with panels.

S

Serial Communications - Method of sending information from a computer
to aplotter by sending 1 bit at atime through a cable. The serial port on aPC
isamale (small pins) connector.

Service Loop - Slack material between the material roll and the plotter. Also

called the feed loop.

Square Shaft - Shaft that raises and lowers the pinchwheels when rotated.
L ocated behind the traverse assembly.

Start Point - Theorigin of aplot file. The plotter requiresthat an originis set
before receiving aplot file.

Support Blocks - Plastic parts that hold the feed shaft and take-up shaft.
T

Take-Up L oop - Slack material between the plotter and the take-up shaft. The
front dancer bar holds the take-up loop taut during plotting.
Take-Up Motor - The motor that rotates the take-up shaft on the loline Ae
Plotters.
Take-Up Shaft - Metal rod that the plotted markers are rolled onto. The take-
up shaft is driven by the take-up motor.
Throughput - The speed at which a plotter completes a job. Represents the
ability to process information and produce an image.
Top Bar - Metal barsinthefront and rear of the plotter that hold the feed |oop
and take-up loop vertical.
Traver se- Structure that supportsand guidesthe carriage and holdsthe pinch-
wheel assemblies.

\%

Vector - In computerized apparel plotting, aline segment between two coor-
dinates on which a pen path is created.

X

X - Axis - Theoretical horizontal line providing alengthwise reference point
for plotters. Associated with paper movement over the platen on the plotter.

Y

Y - Axis - Theoretical vertical line providing a longitudinal reference point
for plotters. Associated with carriage movement on the plotter.
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Cdlibrate Plotter 10
Calibration 23

Calibration Box 23
Calibration Plot 22
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CD ROM 6
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COM Port 24
Communication port conflicts 9
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Computer 6, 9, 25

Computer Port Test 10
Computer Serial Port 24
Control Center 6, 7, 9, 10, 22
Control Pandl 7, 33
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Customer Service 32

D

Dancer Bar 33

Dancer Bars 18
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Design Software 19
Design software 6, 25
Diagnostic Module 24
Display 10

DM/PL 33

Drive Shaft 4, 17, 22, 33
Drive Shaft Marker 2

E

Echo 24
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Exit 10

F

Factory Defaults 10
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H
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HPGL 10, 33
HPGL 7475 33
HPGL 7596, 33
HPGL Setting 10, 33
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Installation 6
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K
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L
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Limit of Liability Statement 32
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Lower Left 5
M

Main Menu 9
Measurement Units 10
Memory Buffer 10
Menu Bar 10

Mil 33

O

Open Settings File 10
Operating system 25

Options 10
Origin 5, 7, 12, 18, 33, 34

P

Pand 10, 12, 34
Panel Size 10
Paper 12, 13, 15, 16, 17, 25
Paper Flanges 18

Paper Guide Flanges 15
Paper Hub 13, 34

Paper Path 15

Parallel 6

Parallel cable 6

Parallel Communications 34
Pausing 19

Pen 11, 12, 22

Pen Delay 34

Pen Down Delay 27
Peripherals 25

Pinchwheel 2, 34
Pinchwheel Lever 2, 34
Pinchwheels 17, 21

Platen 2, 12, 23, 34
Plotter 34

Plotter Port Test 10

Plotter Serial Port 24
Plotter Settings 10

Plotter Setup 10

Plotting Pens 12

Plotting Quality Problems 25
Poor Line Quality 27

Port Setup 10

Power 12

Power cord 6, 22

Power On 6

Power strip 6

Power switch 6

R

Radio Frequency 32
Repeat 9
Resolution 34
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ROM Version 10 Testing the Frame Sensor 30
Throughput 33, 34

S Top Bar 34
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Scale command 22 U

Screen Menu 10

Send Cut/Plot File 10 Unroll 9, 20

Send Settings 11 Up/Down Delays 11

Sending Plot Files 19 Update Display 10

Sensor 2, 10

Sensor Mark 8 \%

Sensor Options 10

Sensor Test 8, 30 Vector 5, 34

Serial Communication 34 W

Seria Port 24

Seria Test 10 Windows® 95 6

ServiceLoop 34 X

Set an Origin 18

Set Gap 9, 29, 30 X - Axis 5, 34

Set Origin 7

Setup 9, 10 Y

Signcutter 25 .

Software Errors 28 Y -Axis 5, 34

Speed 7, 11

Square Shaft 34

Stand 6

Start mode 10, 22, 23

Start Point 34

Start/Stop 7, 10

Stop mode 7

support block 20
Support Blocks 14, 23, 34
Surge protector 6

T

Take-Up Key 14, 23

Take-Up Loop 34

Take-Up Motor 34

Take-Up Shaft 5, 14, 16, 20, 21, 34



